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Installation Manual

Tamarack Ground Mount
Solar Mounting System
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Tamarack Ground Mount System Features

• 
• 
• 
• Module clamps are spring loaded to ease module placement
• 

Tamarack Product Summary
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Tamarack Ground Mount System Components

Socket Tee Swivel Tee
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Tools Required

• 
• 
• 
• 
• 
• 
• Tape Measure
• 
• 

Torque Specifications
Rail Adapter on Pipe Mount Clamp  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  

U-Bolt Nuts on Pipe Mount Clamp. . . . . . . . . . . . . . . . . . . . . . . . . 

. . . . . . . . . . . . . . . . . 

 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  

Ground Lug .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  

5050 clamp as Mid-Clamp  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  

5050 clamp as End-Clamp .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .

Rail Ground Lug  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Ilsco SGB-4 Module Frame Ground lug . . . . . . . . . . . . . . . . . . . . . 

Prepare for Installation
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System Design

Foundation Hole and Post Layout
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Excavating Holes for Concrete Piers

are excavated at the proper locations and adjust the hole 
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Assemble Pipe Structure

NOTE: Schedule-40 steel pipe is available in lengths up 
to 21 feet. For arrays with more than 3 or 4 columns, 
you may need to couple two sections of pipe together. 
Couplings are not permitted in the end cantilever section,  
in the outer 2/3 of an end span or in the middle 2/3 of an 
interior span. You can abut pipe sections in the center of a 
Socket Tee, or by using a 2-inch threaded pipe coupling in 
a span between posts, however, coupled splices should not 
be located in the middle 1/3 of any span between vertical 
posts.

the in-ground 
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Pouring Concrete

-

System With Cross Braces
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Face and align the two swivel sockets 
towards each other – the socket on the 

-
wards the Flex Tee on the lowered north 

-
serted 2 inches into each Flex Socket Tee, 

-

Socket Tee on the south 

post Flex Socket Tee to the 

-

the south post, as the draw-
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Assemble Module Support Rails

4 modules per column

3 modules per column, use two 66-inch rail sections to make each 132-inch Module 

Attach  Mounts

centered over the cross pipes to match pier spacing, leaving 
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Install Rail Assemblies onto the Pipe Substructure

Module Level Power Electronics

Wire Management
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Grounding Diagram
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PV Module Installation

modules
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Back View
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Disclaimer

-

Installer Responsibilities

• 

• 
• 
• 
• 

• 
• 

• 

• 

• 
• 

• 

Technical Support: 707-234-8107  or 800-819-7236 ext.556
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Aleo P18/P19/S18/S19/S59/S79.

AU Optronics PM Series

Astronergy
modules with 30, 35, 40, and 45 mm frames aaSMbbyyC/zz-xxx Where �aa� can be CH or A; "bb" can be 60, 66, or 72; �yy� can be blank, 10 or 
12; "C" can M, P, M(BL), M-HC, M(BL)-HC, P-HC, M(DG), or M(DGT); and �zz� can be blank, HV, F-B, or F-BH

Auxin modules with 40 mm frames AXN6y6zAxxx Where "y" can be M or P; "z" can be 08, 09, 10, 11, or 12; and "A" can be F or T

Axitec
Modules with 35 and 40 mm frames AC-xxxY/aaZZb Where "Y" can be M, P or MH; "aa" can be blank, 125- or 156-; "ZZ" can be 54, 60, 72, 
120, or 144; "b" can be S

Boviet
Boviet modules with 35 and 40mm frames - BVMZZaaYY-xxxBcc  Where "ZZ" can be 66 or 76;  "aa" can be 9, 10 or 12; "YY" is M or P; and 
"B" can be blank, L or S; and "cc" can be blank, H, H-BF, H-BF-DG, H-HC, H-HC-BF, H-HC-BF-DG, HC-BF or HC-BF-DG]

BYD BYD modules with 35 mm frames BYDxxxAY-ZZ Where "A" can be M6, P6, MH or PH; "Y" can be C or K; and "ZZ" can be 30 or 36

Canadian Solar
Canadian Solar modules with 30, 32, 35, and 40 mm frames - CSbY-xxxZ   Where "b" can be 1, 3 or 6; "Y" can be H, K, L, N, P, U, V, W, X or 
Y; and "Z" can be M, P, MS, PX, M-SD, P-AG, P-SD, MB-AG, PB-AG, MS-AG, or MS-SD

CentrsoSolar C and E series.

Certainteed
CertainTeed modules with 35 and 40 frames CTxxxYZZ-AA Where "Y" can be M, P, or HC; "ZZ" can be 00,01, 10, or 11; and "AA" can be 01, 
02, 03, or 04

CSUN
Csun modules with 35 and 40 mm frames - YYxxx-zzAbb   Where "YY" is CSUN or SST; "zz" is blank, 60, or 72; and "A" is blank, P, M or MM; 
"bb" is blank, BB, 5BB, BW, or ROOF

Dehui Dehui modules with 30, 35 and 40mm frames - DH-MYYYZ-xxx  Where "YYY" can be 760, 772, 860, 872; and "Z" can be B, F or W

Eco Solargy ORION 1000 ECOXXXH156P-60, APOLLO 1000 ECOXXXT156M-60, and APOLLO 1000 ECOXXXA156M-60.

ET Solar
30, 35, 40, and 50 mm frames ET-Y6ZZxxxAA Where �Y� can be P, L, or M; �ZZ� can be 60, 72 or 72BH; and �AA� can be GL, WB, WW, BB, 
WBG, WWG, WBAC, WBCO, WWCO, WWBCO or BBAC

GCL
40mm frame: GCL-P6/72, 35mm frame: GCL-P6/72, GCL-P6/72H, GCL-M6/72, GCL-M6/72H, 35mm frame (Black frame): GCL-P6/60, GCL-
M6/60

GigaWatt Solar: Gigawatt modules with 40 mm frames - GWxxxYY   Where �YY� can be either PB or MB

Hanwha Q-Cells

Modules with 32, 35, 40, and 42mm frames aaYY-ZZ-xxx where "aa" can be Q. or B.; "YY" can be PLUS, PRO, PEAK, LINE PRO, LINE PLUS, 
PLUS DUO or PEAK DUO; and "ZZ" can be G3, G3.1, G4, G4.1, L-G2, L-G2.3, L-G3, L-G3.1, L-G3y, L-G4, L-G4.2, L-G4y, LG4.2/TAA, BFR-
G3, BLK-G3, BFR-G3.1, BLK-G3.1, BFR-G4, BFR-G4.1, BFR G4.3, BLK-G4.1, G4/SC, G4.1/SC, G4.1/TAA, G4.1/MAX, BFR G4.1/TAA, BFR 
G4.1/MAX, BLK G4.1/TAA, BLK G4.1/SC, EC-G4.4, G5, G5/SC, G5/TS, BLK-G5, BLK-G5/SC, BLK-G5/TS, L-G5, L-G5.1, L-G5.2, L-G5.2/H, L-
G5.3, G6, G6/SC, G6/TS, G6+/TS, G6+, BLK-G6, L-G6, L-G6.1, L-G6.2, L-G6.3, G7, BLK-G6+, BLK-G6+/AC, BLK-G6+/HL, BLK-G6+/SC, 
BLK-G6/TS, BLK-G6+/TS, BLK-G7, G7.2, G8, BLK-G8, G8+, BLK-G8+ L-G7, L-G7.1, L-G7.2, L-G7.3, L-G8, L-G8.1, L-G8.2, L-G8.3, L-
G8.3/BFF, L-G8.3/BFG, L-G8.3/BGT, ML-G9,  BLK ML-G9, ML-G9+, BLK ML-G9+, ML-G10, BLK ML-G10, ML-G10+, BLK ML-G10+, ML-
G10.a, BLK ML-G10.a, ML-G10.a+, BLK ML-G10.a+, XL-G9, XL-G9.2, XL-G9.3, XL-G9.3/BFG, XL-G10.2, XL-G10.3, XL-G10.c, XL-G10.d, XL-
G10.d/BFG or XL-G10.3/BFG

Hansol
Hansol modules with 35 and 40 frames HSxxxYY-zz  Where "YY" can be PB, PD, PE, TB, TD, UB, UD, or UE; and "zz" can be AH2, AN1, 
AN3, AN4, HH2, HV1, or JH2]

Heliene
Heliene modules with 40 mm frames - YYZZxxxA  Where "YY" can be 36, 60, 72, 96, 120 or 144; "ZZ" can be HC, M, P, or MBLK; and "A" can 
be blank, HomePV, or Bifacial]

HT Solar HT60-156(M) (NDV) (-F), HT 72-156(M/P)

Hyundai
Hyundai modules with 33, 35, 40 and 50 mm frames - HiY-SxxxZZ   Where "Y" can be A, D or S; "S" can be M or S; and "ZZ" can be GI, HG, 
HI, KI, MI, MF, MG, PI,  RI, RG, RG(BF), RG(BK), SG, TI or TG

ITEK 40 and 50 mm frames IT-xxx-YY Where �YY� can be blank, HE, or SE, or SE72

JA Solar
 30, 35, 40 and 45 mm frames JAyyzz-bbww-xxx/aa Where �yy� can be M, P, M6 or P6; �zz� can be blank, (K), (L), (R), (V), (BK), (FA), (TG), 
(FA)(R), (L)(BK), (L) (TG), (R)(BK), (R)(TG), (V)(BK), (BK)(TG), or (L)(BK)(TG); �bb� can be 48, 60, or 72; �ww� can be D09, S01, S02, S03, 
S06, S09, S10, or S12; and �aa� can be BP, MR, SI, SC, PR, 3BB, 4BB, 4BB/RE, 5BB

Japan Solar JPS-xxxP-60 (35mm), JPS-xxxM-60 (35mm), JPS-xxx-P-72 (40mm), JPS-xxxM-60-BB (35mm), JPS-xxx-P-72-BB (40mm)

Kyocera KU26x-6MCA where x is 0 or 5.

LG
[LG modules with 35, 40, and 46 mm frames - LGxxxYaZ-bb  Where "Y" can be A, E, M, N, Q, S; "a" can be A, 1, 2 or 3 "Z" can be C, K, T, or 
W; and "bb" can be A3, A5, A6, B3, B6, E6, G3, G4, J5, K4, L5, N5, V5 or V6]

LONGi
[Longi modules with 30, 35 and 40 mm frames - LRa-YYZZ-xxxM  Where "a" can be 4, 5 or 6; "YY" can be blank, 60 or 72; and "ZZ" can be 
blank, BK, BP, HV, PB, PE, PH, HBD, HIB, HIH, HPB, HPH, or HIBD]

Mission Solar
33 and 40 mm frames MSEbbxxxZZaa Where �bb� can be blank or 60A; �ZZ� can be blank, MM, SE, SO, SQ , SR, or TS; and �aa� can be 
blank, 1J, 4J, 4S, 5K, 5T, 60, 6J, 6S, 6W, 8K, 8T, or 9S

Mitsubishi Mitsubishi modules with 46 mm frames - PV-MYYxxxZZ  Where "YY" can be LE or JE; and "ZZ" can be either HD, HD2, or FB

35 and 40 mm frames JKMYxxxZZ-aa Where �Y� can either be blank or S; �ZZ� can be M, P, or PP; and �aa� can be blank, 60, 60B, 60H, 60L, 
60BL, 60HL, 60HB, 60HBL, 6HBL-EP, 60-J4, 60B-J4, 60B-EP, 60(Plus), 60-V, 60-MX, 7RL3-V, 7RL3-TV, 72, 72B, 72-J4, 72B-J4, 72(Plus), 72-
V, 72H-V, 72L-V, 72HL-V, 72-MX, 72H-BDVP, 72HL-TV, or 72HL-V-MX3

Jinko
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NSP D6M and D6P

Panasonic
30 mm frames EVPVxxxA, Where �A� can be blank or KPanasonic modules with 35 and 40 mm frames VBHNxxxYYzzA Where �YY� can be 
either KA, RA, SA or ZA; �zz� can be either 01, 02, 03, 04, 06, 06B, 11, 11B, 15, 15B, 16, 16B, 17, or 18; and �A� can be blank, E, G, or N

Peimar 40 mm frames SbxxxYzz Where �b� can be G, M or P; �Y� can be M or P; and �zz� can be blank, (BF) or (FB)

Phono Solar Phono Solar modules with 35, 40, and 45 mm frames - PSxxxY-ZZ/A   Where "Y" can be M, M1, MH, M1H, M4, M4H or P;  "ZZ" can be 20 or 
24; and "A" can be F, T, U, UH, or TH]

Risen RSM72-6 (MDG) (M), RSM60-6

REC Solar REC modules with 30, 38 and 45 mm frames - RECxxxYYZZ   Where �YY� can be AA, M, NP, NP2, PE, PE72, TP, TP2, TP2M, TP2SM, 
TP2S, TP3M or TP4; and �ZZ� can be blank, Black, BLK, BLK2, SLV, 72, or Pure

Renesola Virtus II with module ratings of 250-260 in increments of 5. 156 series with module ratings of 270-275.

S-Energy 
S-Energy modules with 35 and 40mm frames - SABB-CCYYY-xxxZ   Where "A" can be C, D, L or N; "BB" can be blank, 20, 25, 40 or 45; "CC" 
can be blank, 60 or 72; "YYY" can be blank, BDE, MAE, MAI, MBE, MBI, MCE or MCI; and "Z" can be V, M-10, P-10 or P-15

Seraphim Energy 
Group

Seraphim modules with 30, 35, and 40 mm frames - SEG-aYY-xxxZZ   Where "a" can be blank, 6 or B; "YY" can be blank, MA, MB, PA, or PB; 
and "ZZ" can be blank, BB, BG, BW, HV, WB, WW, BMB, BMA-HV, BMA-BG, BMB-HV

Seraphim USA
Seraphim modules with 30, 35, 40 and 50 mm frames - SRP-xxx-YYY-ZZ   Where "xxx" is the module power rating; and "YYY" can be BMA, 
BMD, 6MA, 6MB, 6PA, 6PB, 6QA-XX-XX, and 6QB-XX-XX; ZZ is blank, BB, BG or HV

Sharp 60 and 72 NUSA-xxx/NUSC-xxx

Silfab
Silfab Modules with 35 and  38 mm frames - SYY-Z-xxxAb   Where "YY" can be IL, SA, LA, SG or LG; "Z" can be blank, M, P, or X; "A" can be 
blank, B, H, M, N; and "b" can be A, C, L, G, K, T,  U or X

SolarWorld
Sunmodule Plus, Protect, Bisun, XL, Bisun XL, may be followed by mono, poly, duo, black, bk, or clear; modules with 31, 33 or 46 mm frames 
SW-xxx,  SolarWorld Sunmodule Plus, Protect, Bisun, XL, Bisun XL, may be followed by mono, poly, duo, black, bk, or clear; modules with 33 
mm frames SWA-xxx

Solaria 40 mm frames PowerXT xxxY-ZZ Where �Y� can be R or C; and �ZZ� can be AC, BD, BX, BY, PD, PM, PM-AC, PX, PZ, WX or WZ

Sonali SS 230 - 265

SunEdison
SunEdison Modules with 35, 40 & 50 mm frames - SE-YxxxZABCDE   Where "Y" can be B, F, H, P, R, or Z; "Z" can be 0 or 4; "A" can be 
B,C,D,E,H,I,J,K,L,M, or N ; "B" can be B or W; "C" can be A or C; "D" can be 3, 7, 8, or 9; and "E" can be 0, 1 or 2

Suniva
Suniva modules with 35, 38, 40, 46, and 50 mm frames - OPTxxx-AA-B-YYY-Z and MVXxxx-AA-B-YYY-Z   Where "AA" is either 60 or 72; "B" 
is either 4 or 5; "YYY" is either 100,101,700,1B0, or 1B1; and "Z" is blank or B

Sunpower Sunpower standard (G3 or G4) or InvisiMount (G5) 40 and 46 mm frames - SPR-Zb-xxx-YY  Where "Z" is either A, E, P or X; �b� can be blank, 
17, 18, 19, 20, 21, or 22; and �YY� can be blank, BLK, COM, C-AC, D-AC, E-AC, BLK-E-AC, G-AC, BLK-C-AC, or BLK-D-AC

SunSpark 40 mm frames SYY-xxxZ-A Where �YY� can be MX or ST; and �Z� can be M, MB, M3, M3B, P or W; and "A" can be 60 or 72

Suntech
35, 40 and 50mm frames STPxxxy-zz/aa Where "y" is blank or S; and "zz" can be 20, 24, A60 or A72U; and "aa" can be Vd, Vem, Vfw, Vfh, 
Wdb, Wde, Wd, or Wfhb

Talesun
Talesun modules with 30, 35 and 40mm frames - TA6yZZaaxxx-b   Where "A" can be D or P, "y" can be blank, F, G, H, I, or L; "ZZ" can be 60 
or 72; "aa" can be M, M(H), or P; and "b" can be blank, B, T, or (H)

Tesla Tesla modules with 40 mm frames - TxxxY   Where "Y" can be H or S

Trina Solar

Trina Modules with 30, 35, 40 and 46mm frames - TSM-xxxYYZZ   Where "YY" can be DD05, DD06, DD14, DE14, DE15, DE15V, DEG15, 
DEG15VC, DE19, DEG19C.20, DE06X, PA05, PC05, PD05, PD06, PA14, PC14, PD14, PE14, or PE15 ; and "ZZ" can be blank, .05, .05(II), 
.08, .10, .18, .08D, .18D, 0.82, .002, .00S, 05S, 08S, .20(II), A, A.05, A.08, A.10, A.18, (II), A(II), A.05(II), A.08(II), A.082(II), A.10(II), A.18(II), 
H, H(II), H.05(II), H.08(II), HC.20(II), HC.20(II), M, M(II), M.05(II), MC.20(II)

Upsolar UP-MxxxP, UP-MxxxP-B, UP-MxxxM, UP-MxxxM-B

Vikram
40 mm frames VSyy.ZZ.AAA.bb Where "yy" can be M, P, MBB, MH, MS, MHBB, or PBB; "ZZ" can be 60 or 72; "AAA" is the module power 
rating; and "bb" can be 03.04 or 05

Yingli YL xxx P-29b, YLM 60, YLM 72, YGE, YGE-VG, YLM, YL xxx P-35b, YL xxx D-30b, YL xxx D-36b

Waaree AC, Adiya 60/72 Mono/Poly Black, Adiya 60/72 Multi

Winaico 35 and 40 mm frames Wsy-xxxZa Where "y" can be either P or T; "Z" can be either M, P, or MX; and "a" can be blank or 6

Enphase M250 72, 250 60, M215 60, C250 72, S230, S280, IQ 6, IQ 6+, IQ 7, IQ 7+, IQ 7X, Q Aggregator

Solar Edge P300, P320, P340, P370, P400, P405, P505, P600, P700, P730, P800p, P800s, P850, P860


