


Enclosure rating Indoor Indoor Indoor

Enclosure material Powder coated steel Powder coated steel Powder coated steel

Maximum & Continuous 
Wattage

2,000 Maximum and 1,500 
Continuous Watts

5,000 Maximum and 4,000 
Continuous Watts

2,000 Maximum and 1,500 
Continuous Watts

Input  3 Phase AC 3 Phase AC DC

Output 250 Volts DC Maximum 250 Volts DC Maximum 250 Volts DC Maximum 

Stop Switch included YES

Wire Range For Input 6 to 2/0 AWG (1.63 to 9.27mm) 6 to 2/0 AWG (1.63 to 9.27mm) 6 to 2/0 AWG (1.63 to 9.27mm)

Wire range for output 14 to 6 AWG (1.63 to 4.11mm) 14 to 6 AWG (1.63 to 4.11mm) 14 to 6 AWG (1.63 to 4.11mm)

Self Powered from Turbine YES YES YES

Stop Switch Amperage 60 Amps 60 Amps 50 Amps

Standard Resistance Values
Available

0.8 and 2.0 ohms per phase 0.4, 1.0, 1.6 and 4.0 Ohms 
per phase

0.7, 2.4 and 6 Ohms

Classic & Required Breaker 
Can Be Mounted to the 
Clipper

Requires MNCCB-L charge
controller bracket and 
breakers. (Not Included)

MNCLIP1.5KAC MNCLIP4.0KAC MNCLIP1.5KDC

MidNite Solar Clipper Specifications
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MidNite Solar’s 

AC & DC Clippers

Communicates with Classic YES YES YES

SPD Ready  YES YES YES

MNCLIP4.0KDC

Indoor

Powder coated steel

5,000 Maximum and 4,000 
Continuous Watts

DC

250 Volts DC Maximum 

YES YES YES

6 to 2/0 AWG (1.63 to 9.27mm)

14 to 6 AWG (1.63 to 4.11mm)

YES

50 Amps

YES

0.5, 1.2, 1.3, 3.0, 4.8 and 
12 Ohms

YES

Requires MNCCB-L charge
controller bracket and 
breakers. (Not Included)

Requires MNCCB-L charge
controller bracket and 
breakers. (Not Included)

Requires MNCCB-L charge
controller bracket and 
breakers. (Not Included)

Listing  NONE NONE NONE NONE

Clipper Dimensional Drawing


